
Olsen® Precision Single-Use 
Non-Stick Bipolar Forceps

• Engineered for balance, precision, visibility and   

   thermal control to provide premium performance

• Available in irrigating and non-irrigating designs

• Non-stick Cermet coating technology

Introducing the Olsen® Precision
Single-Use Non-Stick Bipolar Forceps



Olsen® Precision Non-Stick Bipolar Forceps, Irrigating Tip
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Olsen® Precision Non-Stick Bipolar Forceps

Olsen® Precision Single-Use Non-Stick Bipolar Forceps
Designed for balance, precision, visibility and thermal control

Insulated stainless steel body delivers 
high-quality feel and balance

Handle spring tension is engineered to provide 
durable and specific closure and dissection 
pressure, maintaining tip alignment

Non-Stick Cermet (Ceramic-Metallic) 
Coating minimizes tissue adherence, 
reduces eschar buildup and tip cleaning 
frequency

The handle style optimizes visibility, 
keeping the surgeon’s hand out of the line 
of sight

Platform tip irrigation design delivers 
irrigation to the surgical site, without 
interfering with forceps closure

Visit symmetrysurgical.com or contact your local Sales Representative for more information.
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CODE

40-1102

40-1103

40-1105-28

40-1105-39

40-3001R

40-3003R-39

DESCRIPTION

12 ft. (3.6M) Bipolar Cord, Single-Use, Twin Pin Generator Plug, Sterile                       

12 ft. (3.6M) Bipolar Cord, Single-Use, Twin Pin Generator Plug, Sterile   

12 ft. (3.6M)  Bipolar Cord, Single-Use, 28mm Fixed Pin (Unitized) Generator Plug, Sterile   

12 ft. (3.6M) Bipolar Cord, Single-Use, 39 mm Fixed Pin (Unitized) Generator Plug, Sterile    

12 ft. (3.6M) Integrated Irrigation Tubing & Bipolar Cord Set, Single-Use, On/Off Clamp, Rotary Pump, Sterile  

12 ft. (3.6M) Integrated Irrigation Tubing & Bipolar Cord Set, Single-Use, On/Off Clamp, Rotary Pump, 
39mm Fixed Pin (Unitized) Generator Plug, Sterile
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